yf¥eEieral g faarer v foto,
feIRar ure, AR

9=k 1136 / faowroemowHo /Ao / fAfaer faqid  03—10—2023

NEICK]

39 BRI gIRT ST rcudlells s—Afder o 29 /2023—24 / faowT0emowo / #Re # 3ifdd
IR HT Bushing Rod, made of Brass, suitable for 250/400/630 KVA %_g' Guaranteed Technical Particulars T
AAHGAR FeNET fBar S © | SWiad s—Mfdar 3@ fadid 10—10—2023 ®1 PR 997 W @rell
SRIfY | fder @1 o R g o gemad el | e | wweita o wa fawga faaRer / SHeRT /
HeneA / fafdy IR g@fe 8 de™Se hitps://etender.up.nic.in @RT §7 & |

arefieror arfdg=ar
fa=]d PRIRITe AUsd,

LG




Revised

Guaranteed Technical Particulars for Supply of H.T Brass Bushing Rod for 160 /250/400/630/1000
KVA Transformer and as per IS 3347 PART -1/SEC 2/1979 (with its latest amendment if any )
against E-Tender No. 29(2023-24)/EWC/Mrt

H.T Brass Bushing Rod as pre IS 3347 PART -1/SEC

Sl. ltem 2/1979 with latest amendment.

1 Rating For 160 /250/400/630/1000 KV A Transformer
2 Material Brass

3 Total Length of Stem 135 mm

4 Dia Meter of Rod 11.8 mm

5 Brass Cap M-12 1 No.

6 Hex M-12 lock Nut (Brass) 03 Nos. ( Dia 19 mm)

7 Washer M6 (Brass) 1 No.

8 MS Hex Screw ( M-6) 01 No.

9 Neoprene QOil Seals M-12 01 No.

Weight of Stem with coller

10 (Brass) 155 gm.

11a Brass Cap Size I.D 45.1 mm, O.D 47.6 mm, Bore 12.7 mm, Height 22.7 mm
11b Weight of Brass Cap 70 gm.

12 Weight of Hex Nut and washer 35 gm

(Brass)
13 Total Minimum Brass Weight 260 gm.
14 Tolerance + 1.5% ( No Negative Tolerance in Brass weight)

Signature of Tenderer
With Seal




