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GUARANTEED TECHNICAL PARTICULARS OF DISC FITTING (B&S TYPE) 70 KN 

FOR ACSR / AAAC DOG / RACOON CONDUCTORS 
 

SL. 
No. 

Name of Firms/ 
 

Particulars 

 

1 2 3 

1 
 

Manufacturer's Name 
 

 

2 Type  

3 Ultimate strength  

4 Whether dimension other than specified 
are in accordance to IS: 2486 (Part-II) 
1974 

 

5 MATERIAL USED & REFRENCED TO 
STANDARD 

 

 (i) Cross arm strap  

 (ii) Ball eye  

 (iii) Socket eye   

 (iv) Bolted type tension clamp and its 
keeper 

 

 (v) Security clip  

 (vi) Split Pin   

 (vii) Cotter pin and bolt  

 (viii) Nuts  

 (ix) Spring washer  

 (x) Plain washer  

 (xi) Zinc confirming to grade  

6 WEIGHT PER SET  

 (i) Gross weight of complete fitting  

 (ii) Weight of clamp and keeper  

 (iii) Weight of cross Arm straps  

 (iv) Weight of Nuts and Bolts   

 (v) Weight of non ferrous parts  

 (vi) Weight of Ball eye  

 (vii) Weight of Socket eye  

 (viii) Minimum guaranteed weight of fitting  

7 Whether galvanizing conform to IS: 2633 
– 1964 

 

8 PACKING DETAILS  

 (i) Net Weight   

 (ii) Gross weight  

 (iii) Contents of each pack  

 (iv) Type of packing  

9 Tolerance in dimensions, if any  

 
    


